
SYSTEMSYSTEM

Hub RequiredHub Required YesYes

TECHNICAL SPECIFICATIONSTECHNICAL SPECIFICATIONS

Standby PowerStandby Power
ConsumptionConsumption

65uA65uA

RatingRating 250 V~ 50/60 Hz 4 A (Each Gang)250 V~ 50/60 Hz 4 A (Each Gang)

Max LoadMax Load 600 W LED / 600W CFL / 1000W INC / 1000W FTL / 50 W Fan600 W LED / 600W CFL / 1000W INC / 1000W FTL / 50 W Fan

WirelessWireless 868 MHz868 MHz

ALLGEMEINALLGEMEIN

Operating TemperatureOperating Temperature 0ºC~ 40ºC (32°F ~ 104°F )0ºC~ 40ºC (32°F ~ 104°F )

Operating HumidityOperating Humidity 10%~90%RH, Non-condensing10%~90%RH, Non-condensing

Abmessungen (H*B*T)Abmessungen (H*B*T) 87.1 × 86 × 41 mm87.1 × 86 × 41 mm

CertificationsCertifications CE, RoHS, UKCACE, RoHS, UKCA

PACKAGE CONTENTPACKAGE CONTENT

Package ContentPackage Content

Tapo S220Tapo S220
2× 1.5 V AAA/LR03 Batteries2× 1.5 V AAA/LR03 Batteries
2× Mounting Screws2× Mounting Screws
Quick Start GuideQuick Start Guide
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